
Technical Bulletin 

The information contained in this bulletin is to the best of our knowledge, true and accurate. This information is offered as a general guide to 
facilitate experimentation as to its suitability to the local plant environment, but neither an express or implied warrantee of merchantability of the 
above mentioned product for particular use. American Textile, LLC make no guarantee of results and assume no obligation or liability 
whatsoever in connection with this information. This information is neither a license to operate under, nor is it intended to suggest infringement 
of any patent rights. 
 
 
 
 

 

DecoTechs 5410 

DESCRIPTION 
DecoTechs 5410 is a high tack water soluble 
synthetic polymer formulated for use as a 
print belt adhesive. 

DecoTechs 5410 is highly recommended for 
application to difficult to hold fabrics. 

BENEFITS 
DecoTechs 5410 has the following 
beneficial characteristics. 

• High Tack 
• Easy to Dissolve in Warm Water 
• Cleans Up Easily 
• No Adverse Effects on Prints 
 
TYPICAL PROPERTIES   
Texture  Granular Powder 
Color   Opaque  
Solids Content  About 95% 
PH   About 6 
 
PREPARATION 
DecoTechs 5410 should be used after dilution 
to 12 – 15% solids level. 
 
APPLICATION 
DecoTechs 5410 may be applied by blade or 
roll method. 

The dosage rate varies according to substrate.  

 

STORAGE 
DecoTechs 5410 should be as a standard 
practice stored in a cool, dry and well-
ventilated area. 
HANDLING 
Follow good industrial hygiene when 
handling DecoTechs 5410. Please refer to the 
Material Safety Data Sheet for details. 

PACKAGING 
DecoTechs 5410 is available in 25 kgs bags. 
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